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Aluminium und Stahl  
Aluminum and steel

Durchmesserbereich 315 - 800 mm 
Diameter range 315 - 800 mm

Einsetzbar mit Spiralgehäuse 
Applicable with spiralhousing

Kompakte Bauweise 
Compact design

Diverse Breiten 
Various widths

Einflutige gerollte Ausführung 
Single-flow rolled execution

BAUREIHE | SERIES Fclassic 315 - 800 mm
VERWENDUNGSZWECK 
APPLICATION

Brenner 
Burners

Haushaltsgeräte 
Home appliances

Lüftungs- und Klimaanlagen 
HVAC, AHU’s 

Jede unserer Baureihen bietet spezifische Vorteile und zeichnet sich durch hohe Leistungsdichten und optimale  
Wirkungsgrade aus. Welche Herausforderung Sie uns auch stellen: Wir haben Lösungen für jeden Anwendungsfall –  
Ihren Anforderungen entsprechend. 
Each of our product series offers specific advantages and stands out with high power densities and optimal efficiency.  
Whatever challenges you bring to us: We have solutions for every application – to suit your requirements.



Fclassic
gerollte Ausführung/ rolled execution

einflutige Ausführung/single-flow execution 

mit Naben/ hubs

Drehrichtung / Direction of rotation 

Bsp: rechtsdrehend bei Blick auf Saugmund des Rades 

/ example: clockwise rotation when looking at the 

inlet of the impeller.
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461 18,15
319 12,56 496 19,53
359 14,13 536 21,10

Hinweis: Weitere Informationen über Sondergeometrien, Drehzahlfestigkeiten, Gewichte und 
weitere technische Informationen  rund um unsere Produkte stellen wir Ihnen gerne zur Verfü-
gung – Kontaktieren Sie uns bitte.

Note: Additional information regarding special dimensional designs, max speed capabilities, 
weights and other technical data for our products is available. Please contact us.

Fclassic  4 0 0  x  1 6 3   R-EBestellbeispiel/ order example: 

D2

B

Bauform/ design:
E = einflutig/ single-flow
Drehrichtung/ direction of rotation:
R = rechts/ clockwise; L = links/ counter clockwise

Schaufellaschen gerollt
mounting links bent
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